
AZTEC’S SIGNATURE FLEXIBLE DESIGN 

TO MEET ALL YOUR  
ROOF FLASHING NEEDS

Features 
• We’ve got you covered up to a 1 mt diameter pipe

• One-Piece Construction – allows for easy on-site installation

• Base Flexibility - The base is designed to form a seal on most                                                                                                                                             

• Perfectly designed to ensure a watertight seal

• 

• Ozone and UV protection

• Temperatures can be as hot as 250 degrees celsius - 

MasterFlash® will meet 

MasterFlash®

MasterFlash®

Aztec’s MasterFlash® range is designed by our team of engineers 
and manufactured under strict guidelines for quality and high 

our products that we offer a 25-year satisfaction guarantee on all 

AZTEC MASTERFLASH®

CALL FOR ALL PRODUCT RANGES & SIZES
Phone: (03) 9768 2394   
Email: orders@aztecau.com.au - www.aztecau.com.au



TILEFLASH ALUMINIUM BASE

TILEFLASH

MASTER FLASH®

AUSSIE TOUGH. AZTEC SMART. (03) 9768 2394 - WWW.AZTECAU.COM.AU

Code Description Base

MFSMINI MasterFlash Mini SqBase 3-19mm 57mm

76mm

100mm

100mm

495mm

95mm

114mm

150mm

175mm

220mm

203mm

280mm

254mm

279mm

304mm

355mm

280mm

363mm

450mm

495mm

635mm

635mm

563mm

1100mm

114mm

MFS0 MasterFlash No0 SqBase 0-20mm

MFS35 MasterFlash No35 0- 35mm

MFS35SOL MasterFlash SqBase Solar Twin Port 0-35mm

MFSFIX MasterFlash Fix-A-Flash SqBase 0-381mm

MFSMIDDY MasterFlash Middy SqBase 0-50mm

MFS1 MasterFlash No1 SqBase 6-70mm

MFS2 MasterFlash No2 SqBase 50-70mm

MFS2X MasterFlash  No2X SqB 50-70mm Lge Base

AMF3 Aztec Metal Flash No3 5-125mm

MFS3 MasterFlash No3 SqBase 6-146mm

AMF4 Aztec Metal Flash No4 70-175mm

MFS4 MasterFlash No4 SqBase 70-178mm

MFS5 MasterFlash No5 SqBase 102-210mm

MFS6 MasterFlash No6 SqBase 121-254mm

MFS7 MasterFlash No7 SqBase 140-292mm

AMF4LP

AMF6 Aztec Metal Flash No6 SqBase 125-230mm

AMF7 Aztec Metal Flash No7 SqBase 150-300mm

MFS8X MasterFlash No8X SqB 171-381mm Lge Base

MFS9 MasterFlash No9 SqBase 241-520mm

MFS9X MasterFlash No9 SqB 171-520mm Lge Base

MFSMAXI MasterFlash Maxi SqBase 305-724mm

MFSMAXIXL MasterFlash Maxi XL SqBase 254mm-1mt

MFMPMINI Solar Multiport SqBase Mini 0-49mm

Code

TFLDVMINI TileFlash Lead Mini 0-20mm Vert Boot

TFLDS TileFlash Lead Solar M/Port 0-49mm

TFLDV2 TileFlash Lead 12-125mm Vert Boot

TFLDV3 TileFlash Lead 50-100mm Vert Boot

TFLDV4 TileFlash Lead 50-170mm Vert Boot

TFLDV5 TileFlash Lead 175-330mm Vert Boot

TFLDSQ TileFlash Lead Square Vent 20-125mm

Code Description

TileFlash Alum Mini 0-20mm Vert Boot

TileFlash Alum Solar M/Port 0-49mm

TileFlash Alum 12-125mm Vert Boot

TileFlash Alum 50-170mm Vert Boot

TileFlash Alum 175-330mm Vert Boot

Base

300 x 300mm

410 x 490mm

410 x 490mm

450 x 600mm

600 x 850mm

BaseDescription

300 x 550mm

410 x 490mm

410 x 490mm

450 x 600mm

450 x 600mm

600 x 800mm

410 x 490mm

SQUARE BASE

TFALVMINIB

TFALS

TFALV2

TFALV4

TFALV5



ROUND BASE

UNIVERSAL - RETROFIT

SQUARE VENT

AUSSIE TOUGH. AZTEC SMART. (03) 9768 2394 - WWW.AZTECAU.COM.AU

Code Description Standard Base

MFMP1 MasterFlash Multiport No1 6-70mm 25-57mm

MFMF2 22-101mm 12-89mm

MFMF3 6-146mm 50-114mm

MFMF4 70-177mm 57-165mm

MFMF5 102-209mm 90-171mm

MFMF6 121-254mm 108-241mm

MFMF7 140-292mm 127-279mm

MFMF8 171-342mm 165-304mm

MFMF9 241-520mm 228-508mm

MFMFMAXI 304-742mm 330-685mm

Code Description

MFSQV3 MasterFlash Square Vent 20-125mm 

Base

203mm

279mm

431mm

MFSQV5 MasterFlash Square Vent 24-254mm 

MFSQV8 MasterFlash Square Vent 50-485mm 

Code Description

MFRF1

MFRF2

MFRF3

114mm

152mm

203mm

254mm

279mm

304mm

355mm

431mm

635mm

863mm�

158mm

273mm

368mm

Base

Code Description Base

MFR1

MFR2

MFR3

MFR4

MFR5

MFR6

MFR7

MFR8

MFR9

120mm

159mm

196mm

234mm

266mm

317mm

368mm

412mm

641mm

MULTIFLASH - RETROFIT



MASTER FLASH® SPECIALTY

MASTERFLASH
HEAT FLASH

BOX GUTTER 
EXPANSION JOINT

EXTREME ANGLE

Code: MFSHTBCode: Code: MFEA1B

• Suits pipe range 
250mm - 381mm

• Available in Black        
EPDM only

Roof Flashing 
System 

•  Available 

•  For applications with 
a 350   to 650

• 
for extreme 
pitched metal 

• Pipe range 
covering 
6mm - 
146mm

                                       
EPDM

                                         
SILICONE

ADVANCED OZONE RESISTANCE tested to... 70 hour @ 500 pphm 70 hour @ 500 pphm
HIGH TEMPERATURE 
RESISTANCE tested to...

Intermittent +135°C (+275°F) +260°C (+500°F)
Continuous +100°C  (+212°F) +225°C  (+437°F)

LOW TEMPERATURE RESISTANCE tested to... – 55°C (-67°F) –74°C    (–101°F)
COMPRESSION SET minimum... 25% 50%

Temperature Resistance Chart

WWW.AZTECAU.COM.AU

Code Description BaseSOLAR PRODUCTS

O U R  
B R A N D S CHECK OUT THE FULL RANGE ON OUR WEBSITE

MasterFlash No0 SqBase 0-20mm

MasterFlash Solar Twin Port 0-35

MasterFlash SqBase 0mm - 35mm

MasterFlash Middy SqBase 0-50mm

Solar Multiport SqBase Mini 0-49mm

MasterFlash Solar-Flash 19-25mm

MasterFlash Multiport No1 6-70mm

TileFlash Lead Solar M/Port 0-49mm

TileFlash Lead Mini 0-20mm Vert Boot

TileFlash Alum Solar M/Port 0-49mm

TileFlash Alum Mini 0-20mm Vert Boot

MasterFlash Mini Square Base 3

Aztec ProFlash Roof Collar 0mm – 50mm

MasterFlash No1 Round Base 6 – 63mm

MasterFlash No2 Round Base 44 – 76mm

76mm

100mm

100mm

95mm

114mm

100mm

114mm

410 x 490mm

300 x 550mm

410 x 490mm

300 x 300mm

57mm

280 x 450mm

120mm

158mm

MFS0

MFS35SOL

MFS35

MFSMIDDY

MFMPMINI

MFSF

MFMP1

TFLDS

TFLDVMINI

TFALS

TFALVMINI

MFSMINI

AZTPF1

MFR1

MFR2


